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=g 33+SUPER112X36YD Super 33+ Vinyl Electrical Tape, 1-1/2" X 36YD, BK

Catalog Number

Manufacturer
Description

Weight per unit
Product Category

Features
Attachment Type

media

Material, Color, and Finish
Backing Material
Color

Dimensions and Weight
Size

Descriptions
Description
extra long description
Special Features

Manufacturer Information
Brand
GTIN

Manufacturers Part Number

sub brand
UPC

Minnesota Mining (3M)

33+SUPER112X36YD

Minnesota Mining (3M)

Electrical Tape, Vinyl Material, Black, +221 °F Operating
Temperature, 36 Yd Length, 1-1/2 In Width, 7 Mil Thickness, 0.67
LB

33.4 (Ibs/each)

Markers & Marking Tapes - Tape

expands in a fire to seal door frames and glazing applications to
help prevent the passage of fire, smoke and toxic gases.
Yes

Polyvinyl Chloride
Black

Premium

SUPER 33+ VINYL ELECTRICAL TAPE, 1-1/2" X 36YD, BK
3M 7000031512 Scotch® Super 33+™ Vi
Premium

Super 33+
00054007502364
33+1.5X36YD1.5
Scotch
054007502364

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Package
Weight Per each

Uses, Certifications, and Standards

standard

TAPE
VINYL

1
50
33.4

UL Listed; CSA; ASTM D-3005 Type 1; VDE 0340 TEIL 3-1; SS 404
09 75



