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® 5241 3/8" 45D LT Conn

Abb Installation Products, Inc

Catalog Number
Manufacturer
Description

Weight per unit
Product Category

Features
Material

Material, Color, and Finish
Finish

Dimensions and Weight
Size

Descriptions
Description
extra long description
Long Description

Product Type

Manufacturer Information
Brand
GTIN

Manufacturers Part Number

UPC

5241

Abb Installation Products, Inc

Liquidtight Conduit Fitting, 45 Degree 3/8 Inch, Non-Insulated
Malleable Iron

0.2500 (Ibs/each)

Liquid Tight Fittings

Malleable Iron

Electro Zinc Plated/Chromate Coating

3/8 INCH

3/8" 45D LT CONN

ABB 5241 3/8 NON-INSUL 45 DEG LIQTI

Liquidtight Conduit Fitting, 45 Degree 3/8 Inch, Non-Insulated
Malleable Iron

3/8 Non-Insul 45 Deg Ligtight Conn

T&B Ind Fitting
00786210052410
5241
786210052410

Taxonomies, Classifications, and Categories

Category Description
Type
Packaging
Carton
Package
Weight Per each

Uses, Certifications, and Standards

Application

standard

FLEX & MC FITTINGS
Connectors-45 Degree

25
50
0.25

Used Where Flexible Metal Raceway is Installed in Outdoor or
Indoor Locations Where Exposed to Continuous or Intermittent
Moisture

UL E23018, CSA



