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6300S 3" Emt Steel Comp Coupling
Appleton/Oz Gedney

Catalog Number 6300S
Manufacturer Appleton/Oz Gedney
Description Features:Concretetight, Zinc Electro Plated Finish, Standard:Ul

514B, Csa C22.2, Nema FB-1, Trade Size:3IN, Outside
Diameter:3.75IN, Length:4.5IN, Material:Steel

Weight per unit 2.2 (lbs/each)
Product Category Steel Compression Emt CPLG

Features
Connector Type                Compression
Material                      Steel
outside diameter              3.75

Material, Color, and Finish
Color                         Metallic

Dimensions and Weight
Length                        4.5

Descriptions
Description                   3" EMT STEEL COMP COUPLING
extra long description        EGS 6300S 3 IN EMT COMP CPLG
Long Description              Features:Concretetight, Zinc Electro Plated Finish, Standard:UL

514B, CSA C22.2, NEMA FB-1, Trade Size:3IN, Outside
Diameter:3.75IN, Length:4.5IN, Material:Steel

Product Type                  3 In Emt Comp CPLG
Special Features              Concretetight

Manufacturer Information
Brand                         Appleton
GTIN 00687855868308
Manufacturers Part Number     6300S
UPC 687855868308

Taxonomies, Classifications, and Categories
Category Description          STEEL EMT FITTINGS
Type                          EMT Conduit Compression Coupling

Trade Size
Trade Size                    3

Packaging
Carton 5
Weight Per each 2.21
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Uses, Certifications, and Standards
Application                   To ground and secure EMT raceway sections together in wet

locations
standard                      UL Standard:  514B; UL Listed: E14815, E14895; CSA Standard:

C22.2 No. 18.3, cUL Listed: E14815; CSA Certified: 028507;
NEMA: FB-1


